ES ICO 

(Reg. U. S. Pat. off.) 

Industrial Electric Soldering Irons 

Manufactured by 

€lectric Soldering Iron Co., Inc. 

342 WEST 14th STREET — NEW YORK, N. Y. 

MANUFACTURERS EXCLUSIVELY OF HIGH GRADE SOLDERING IRONS 

SCREW TIP IRONS catalog no. bo. 


No. 5€ 

65 watts 
Tip y 2 " in dla. 


No. 101 
85 watt* 
Tip y 2 " In dia, 



Equal to copper of V> lb. Length overall 10". Weight exclusive of cord 8 oz. For light work 
such as soldering line wires, radio factory use, tool kits and especially suitable for use of 
operators where a light, short tool is required. 




Equal to copper % lb. Length overall 12". Weight exclusive of cord 10 oz. For electrical 
and radio factories, telephone switchboards, telephone repair work, fuses, tool kits, light 
manufacturing, delicate instruments, radio and electrical experimental laboratories. 



Equal to copper of 1 11>. Length overall 12 *4" Weight exclusive of cord lfi oz. For light tin work, 
automobile repairs and general fac tory soldering. A very handy tool because of its shortness. _ 



Equal to copper of 1% lbs. Length overall 11". Weight exclusive of cord 24 oz. For medium tin 
work, automobile repairs, patterns and general factory work. Suitable for small branders. 


No. 350 
350 watts 
Tip 1%" 
in dia. 




Equal to copper of 3 lbs. Length overall 14%". Weight exclusive of cord 41 oz. For heavy sheet, 
metal work, tinsmiths, automobile radiators, refrigerators and branding purposes. 




Equal to copper of 5 lbs. Length overall 14*4". Weight exclusive of cord 54 oz. For very heavy 
soldering, large tanks or cans, roofs and obiects of large area. Very large branders, 


GENERAL INFORMATION FOR SCREW TIP IRONS: These irons can be used on both AC or DC current and are wound in voltages rang¬ 
ing from 32 to 250 volts. The tips are replaceable and are the screw type which Insures perfect heat conduction by an accurate bevel or the 
tip which fits the corresponding bevel of the heater. It is not necessary to return thes^ irons to the factory Fo 

other parts are easily replaced. For soldering, these irons cannot be surpassed as ample beat is delivered to the tip foi fastest v/orK.xoi 
durability, their construction is such, with a one piece heavy gauge steel case, - mounted element and a positive grip handle, that t oug 
use, the parts cannot fail to give unlimited servic e regardless of the hardest use imposed upon them. Each iron is equipped w th a 6 cord 
and attachment plug. A mdal stand Is supplied with every tool. The attached sheet shows prices of complete tools, elements (elements com¬ 
plete with cases and terminals), handles, cords and tips. Printed in U.S.A. 
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(Re*. U. S. Pat. off.) 


Industrial Electric Soldering Irons 

Manufactured by 

€lectric Soldering Iron Co., Inc. 

342 WEST 14th STREET — NEW YORK. N. Y. 

MANUFACTURERS EXCLUSIVELY OF HIGH GRADE SOLDERING IRONS 

PLUG TIP IRONS CATALOG No. 502 


55 ^ - — 

05 watts 

Tip %" in dla. 




UlJ 



Equal to copper of % lb. Length overall 10". Weight exclusive of cord 8 oz. For light work 
such as soldering fine wires, radio factory use, tool kits and especially suitable for use of 
operators where a light, short tool is required. 


■SHRSbJI 

1-1. 

No 95 



100 watts 

Tip %" in dia. 

1- 

^ U1 

O' < 


l1 to copper of % lb. Length overall 12". Weight exclusive of oord 10 oz. For electrical and radio 
>ries, telephone switchboards, telephone repair work, fuses, tool kits, light manufacturing, deli- 
instruments. radio and electrical experimental laboratories. 


CO fact* 
- fate 

No. 125 

130 watts 

Tip %" 
in dia. 

I 

CC u. 

J > 

d 2) 

<< CD 
£ 


p 111 m sp’** 


LJ 

r 

. . 


Equal to copper of 1 lb. Length overall Weight exclusive of cord 16 oz. For light tin work, 

- automobile repairs and general factory soldering. A very handy tool l>ecause of its shortness. 


No. 

£0t» watts 
Tip %" 
in dta. 



Equal to copper of 1 V(» lhs. Length overall 14". Weight exclusive of cord 24 oz. For medium tin 
work, automobile repairs, patterns and general factory work. Suitable for small branders. 





No. 505 
54 K) waits 
Tip 1 1/H" 
in din. 


Equal to copper of 5 lbs. Length overall Weight exclusive of coni 54 oz. For very heavy 

soldering, large tanks or cans, roofs and objects of large area. Very large branders. 


GKNKRAL INFORMATION FOR I*H G Til* IRONS: These irons can be used on both A(’ or Pf current and are wound in voltages rang¬ 
ing from 32 to 250 volts. The tips are the plug type held by a set screw which is easily removed for making tip replacements. It is not 
necessarv to return these irons to the factory for repairs. Elements and other parts are easily replaced. For soldering, these irons cannot 
pc surpassed as ample heat is delivered to the tip for fastest work. For durability, their construction is such, with a one piece heavy gauge 
steel case, mounted element and a positive grip handle, that through use, the parts cannot fail to give unlimited service regardless «»t the 
hardest use imposed upon them. Each iron is equipped with a (»' cord and attachment plug. A metal stand is supplied with every tool. The 
attached sheet shows prices of complete tools, elements (elements complete with cases and terminals), handles, cords anil tips. 


PRINTED IN U. 8. A. 




































































. 




























































































































ESICO 

(Reg. U. S. Pat. off.) 

Industrial Electric Soldering Irons 

Manufactured by 

€lectric So id ering Iron Co., Inc. 

342 WEST 14th STREET — NEW YORK, N. Y. 

PRICE LIST AS OF OCTOBER I, 1933 F-O.B. New York, N. Y. 

Applying to Illustrated Catalog Sheets No. 501 and 502 
PRICES SUBJECT TO CHANGE 


SCREW TIP IRONS CATALOG No. 501 


Catalog 

No. 

Price 

Complete 

Element 

Case 

Cord & 
Plug 

Terminal 

Case 

Complete 
with element 
and terminal 

Handle 

Tip 

56 

$ 5.00 

$2.25 

$ .90 

.50 

.50 

3.65 

.35 

.40 

101 

5.50 

2.75 

.90 

.50 

.50 

4.15 

.35 

.40 

121 

7.75 

3.50 

2.10 

.50 

.50 

6.10 

.35 

.65 

201 

8.75 

3-75 

2.10 

.50 

.50 

6.35 

.35 

.70 

350 

10.25 

5.00 

3.00 

.50 

.50 

8.50 

.35 

1.25 

500 

12.25 

6.00 

3.50 

.50 

.50 

10.00 

.35 

1.75 




PLUG 

TIP IRONS 

CATALOG No. 502 

Catalog 

No. 

Price 

Complete 

Element 

Case 

Cord & 

Plug 

Terminal 

Case 

Complete 
with element 
and terminal 

Handle 

Tip 

55 

$ 5.00 

$2.25 

$ .90 

.50 

.50 

3.65 

.35 

.25 

95 

5.50 

2.75 

.90 

.50 

.50 

4.15 

.35 

• 32 

125 

7.75 

3.50 

2.10 

.50 

.50 

6.10 

.35 

.65 

205 

8.75 

3.75 

2.10 

.50 

.50 

6.35 

.35 

.70 

355 

10.25 

5.00 

3.00 

.50 

.50 

8.50 

.35 

1.25 

505 

12.25 

6.00 

3.50 

.50 

.50 

10.00 

.35 

1.75 


General Information : Esico Soldering Irons can be used on both AC or DC current and 
are wound in voltages ranging from 32 to 250 volts. The tips are replaceable in both the 
screw or plug tip irons. It is not necessary to return these irons to the factory for repairs. 
Elements and other parts are easily replaced. For soldering, Esico Soldering Irons cannot 
be surpassed as ample heat is delivered to the tip for the fastest work.. For durability, their 
construction is such, with a one piece heavy gauge steel case, mounted element and a positive 
grip handle, that through use, the parts cannot fail to give unlimited service regardless of the 
hardest use imposed upon them. Each iron is equipped with a 6 foot cord and attachment 
plug. A metal stand is supplied with every tool. For illustrations and descriptive matter 
refer to catalog sheet No. 501—50 2r 


DEALER DISCOUNT 

BUY FROM DALE 


r 1 r 


Printed in U.S.A. 




































































